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e _ 14021514 101X XX

1 14021614101XXX
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Soldering instructions for lead-free tin soldering H
Tooak preheating
T0J25°C (77°F)
wpperit . T1|from 150°C (302°F) to 190°C (374°F)
T e —
VT T L —— time | from 150s to 180s B
""""" gradient | 1,5°C/s (34°F/s)
peak
Tpeak|from 260°C (500°F) to 275°C (527°F)
{oNerlimit time|from 10s to 30s
T, har-flexicon products with pure tin plated pins without lead, |
can be soldered by a lead-free reflow process, with a peak
60 120 180 240 300 360 temperature fill 275°C/527°F according to the related profile.
preheating peak
C
Derating
The current carrying capacity is limited by maximum temperature of materials °
for inseri‘s and Confatts in[luding Terminals. L /| UUCUN NOSONT JOUUUN SUCUOU JOSO0NN FOUSUN NUUEUN \UOUUN SUNSUS WISUDN TODU0S DUCOUE ISCONNN SUNEUS NUSON: Sue D
The current capacity curve is valid for continuous, non interrupted current 2]
loaded contacts of connectors when simultaneous power on all confacts is .
given, without exceeding the maximum temperature. =
= 8
Control and test procedures according to DIN IEC 60512-5 g o
o 4
2 4
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Temperature [°C]
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