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   10.1"TFT
1280RGB*800dots
View direction :FREE
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MSAK24025P40G
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TFT NOTE:
显示类型 Display type

显示模式 Display mode

视察方向 Viewing direction

工作温度 Operation temperature

存储温度 Storage temperature

对比度 Contrast ratio

亮度 Luminance

供电电压 VDD

未标注公差 Unmarked tolerance

10.1inch 1280RGB*800

Transmissive Normally Black

6 12 3 9 Free

1000:1

800 cd/m² (TYP WITH CTP)

-20℃ to 70℃

-30℃ to 80℃

±0.30

LVDS接口类型 Interface
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0.20(OCA)

0.55(SENSOR)

1.80(LENS)

2.55±0.15(TP)

7.40±0.30(Total)

229.46±0.20(TFT O.D)
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3M VHB 4905 T=0.5mm

两条L型背胶(蓝色离型膜）

stiffener(SUS T=0.20)
conductive tape T=0.15

USB IIC

CTP NOTE

产品结构 Structures

盖板材质 Cover lens material 

工作温度 Operation temperature

存储温度 Storage temperature

表面硬度 Surface Hardness

接口类型 Interface

驱动芯片型号 Driver IC

G+G

6H

-20℃ to 70℃

-30℃ to 80℃

总厚度值 Total Thickness

透明度 Transparenly

GLASS

显示类型 Display type 10.1inch 1280RGB*800

≥85％

2.8V-3.3V供电电压 Working Voltage

2.55 (W/O OCA）

GT9271

16

CTP

Origin of coordinate(0,0)


