
Unit UT 603 LCR metre 

 

UT603 HANELİ LCR METRE DİRENÇLERİ, KAPASİTÖRLERİ VE İNDÜKTÖRLERİ TEST 

ETMEK İÇİN KULLANILIR. TRANSİSTÖR PARAMETRELERİNİ ÖLÇEBİLİR. LCR 

ÖLÇÜM CİHAZI ELEKTRONİK BİLEŞENLERİ ELEKTRONİK LABORATUARLARDA, 

ÜRETİM HATLARINDA, BAKIM NOKTALARINDA VE OKULLARDA KONTROL 

EDEBİLİR. 

  

ÖZELLİKLER 

1. DİYOT VE ZİL DEVAMLILIĞI ÖLÇÜMLERİ 

2. İNDÜKTANS ÖLÇÜMÜ 

3. DÜŞÜK PİL GÖSTERGESİ 

4. SANİYEDE 2 ~ 3 KEZ YENİLEME ORANI 

5. TRANSİSTÖR TEST ADAPTÖRÜ 
 

Specifications Range Best Accuracy 

Model 
 

UT603 

Resistance (?) 200?/2k?/20k?/200k?/2M?/20M? ±(0.8%+1) 

Capacitance (C) 2nF/20nF/200nF/2uF/20uF/200uF/600uF ±(1%+5) 

Inductance (H) 2mH/20mH/200mH/2H/20H ±(2%+8) 

Features 



Max Display ? 1999 

Manual Range ? ? 

Diode ? ? 

Transistor ? ? 

Continuity Buzzer ? ? 

Low Battery 

Indication 
? ? 

General Characteristics  

Power 9V Battery (6F22)    

LCD Size 61mm X 32mm       

Product Color Red and Grey  

Product Net Weight 312g  

Product Size 172mm X 83mm X38mm   

Standard 

Accessories 
Battery, Test Clip, Holster 

Standard Individual 

Packing 
Gift Box, English Manual 

Standard Quantity 

Per Carton 
40pcs 

Standard Carton 

Measurement 
598mm X 418mm X 340mm  (0.085 CBM Per Standard Carton) 

Standard Carton 

Gross Weight 
21kg  
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