
Part Number: 35979-0410 

7.92mm Pitch Wire-to-Board Header, Vertical, 4 Circuits, Natural, Short Pin, Nylon 
 

Series image - Reference only 

Status: 

OBSOLETE 

Replacement: 

Contact Molex 

Series: 

35979 

Category: 

PCB Headers 

General 

Status Obsolete 

Category PCB Headers 

Series 35979  

Application Power, Wire-to-Board 

Product Name MV-396™ 

UPC 800753309098 

Physical 

Breakaway No 

Circuits (Loaded) 4 

Circuits (maximum) 4 

Color - Resin Natural 

Durability (mating cycles 
max) 

30 

First Mate / Last Break No 

http://www.molex.com/molex/products/listview.jsp?query=35979&sType=s&channel=Products
http://www.molex.com/molex/products/listview.jsp?query=35979&sType=s&part=active/0359790410_PCB_HEADERS.xml


Flammability 94V-0 

Glow-Wire Compliant No 

Guide to Mating Part No 

Keying to Mating Part None 

Lock to Mating Part Yes 

Material - Metal Brass 

Material - Plating Mating Tin 

Material - Plating 
Termination 

Tin 

Material - Resin Nylon 

Net Weight 1.601/g 

Number of Rows 1 

Orientation Vertical 

PCB Locator No 

PCB Retention None 

PCB Thickness - 
Recommended 

1.60mm 

Packaging Type Bag 

Pitch - Mating Interface 3.96mm 

Pitch - Termination 
Interface 

3.96mm 

Polarized to Mating Part No 

Polarized to PCB No 

Shrouded No 



Stackable Yes 

Surface Mount Compatible 
(SMC) 

No 

Temperature Range - 
Operating 

-25°C to +85°C 

Termination Interface: 
Style 

Through Hole 

Electrical 

(Please review the Product Specification for specific details.) 

Current - Maximum per 

Contact 
7A 

Voltage - Maximum 250V 

Agency Certification 

Please find UL Certificates by searching the UL Database using the Molex Series Number. Click here to visit 
the UL Database 

CSA LR19980 

TUV R72090224 

UL E29179 

 

http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.html
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.html

