power-supply ;

Characteristics

SNAPPY SNPA2-12VLW.

Rated input voltage: AC200-240V 50Hz (power factor measured at AC230V and full load)

Model No. Constant Load Maxoutput  PF Ta Tc LXWxH
output voltage Current

SNPIZ-IZVLW 12vDC O-12W LOA =07 40T 5C TI5K58 2224

SNPIZ-24VLW 24V0C O-12W 05A =07 40T 5T T75X582K224

Model No. Constant Load Maxoutput  PF Ta Tc LXWxH
output current voltage

SNP12-350ILW 350mA 6-12W 342VDC 207 40C 75T TI5X58.24224

SNPI2-500ILW 500mA G12W 24vDC 207 40T BT TIEE82224

SNPI2-700ILW 700mA &-12W 17vDC 207 40T BT TT5X5826224

Reliable Technical Data _
= Rated Input Voltage:200-240VAC
« |nput Frequency:50Hz

» Safety According to ENG1347-1,ENG1347-2-13
« EMI According to EN55015

e« Qutput Power:12W * EMF According to EN62493-2010

e Body:PC « EMS According to

» Open Circuit;Short Circuit;Gver Load; ® ENG1000-3-2;EN61000-3-3;EN61547
* Over Heat Protection * ERP According to EN1194-2012
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