
2.50mm Wafer Type

CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

. Housing material: NYLON 66

1. SPECIFICATIONS
NOTES:

. Wire range: AWG#26~#22

. Rated voltage: 250V

. Rated current: 3A(22AWG)

. Contact resistance: 30mΩ Max

. lnsulation resistance:1000MΩ Min

2. PRODUCT NUMBER CODE:

No.of contact

M: Male
Connector type

Mounting type

2 to 16

. Withstanding voltage: 500V,AC 1 minute

. Temperature range: -25 ~ +85°C

. Recommend PC board thickness:1.6mm

Contact Plating

R: Red  U: Blue  V: Ivory
Housing Color

6: Tin
8: Full gold flash

V: V/T 
R: R/A 

W: White  Y: Yellow
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Female Housing
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Contact Plating

6: Tin

2.50mm Terminal & Housing Type

CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

. Housing material: Nylon 66

1. Specifications
NOTES:

. Wire range: AWG#26~#22

. Rated voltage: 250V

. Rated current: 3A(22AWG)

. Contact resistance: 30mΩ Max

. lnsulation resistance:1000MΩ Min

2. Product number code:

. Withstanding voltage: 500V,AC 1 minute

. Temperature range: -25 ~ +85°C

. Recommend PC board thickness:1.6mm
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W: White
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