
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

2.54

Ø
0.

80

(N-1)*2.54

Recommand PCB layout

2.
54

Type 1 Type 2

Type 3 Type 4

3.
50

3.
50

10
.0

0

4.
00

4.
96

11
.9

6

4.
30

6.
40

13
.7

0

4.
40

4.
40

11
.8

0

(Tolerance:±0.05)

2.54±0.1

(N-1)*2.54±0.25

Ø1.35±0.1

N*2.54±0.5

2.
54

5.
08

3.
00

NOTES:

for 1 minute.

1. Electrical characteristics:

2.1 Temperature: -40°C~+105°C.       
2. Environment characteristics:

1.2 Dielectric withstanding voltage: 500V AC(rms) 
1.1 Contact resistance: 20mΩ Max. Initial.

1.3 Insulation resistance: 1000MΩ Min.

3. Part number: DS1004

4. Product number code:

Contact type

1: Type 1
2: Type 2

1x1 - 1x40

F1: Full gold flash

No.of contacts

2x2 - 2x40

Contact plating

3: Type 3
4: Type 4

Type 1 (DS1006-12) Type 3 (DS1006-14)Type 2 (DS1006-13)

10
.0

0

Ø1.8

Ø0.46

11
.9

6

Ø0.60

Ø1.8

Ø0.46

13
.7

0

Ø0.60

Ø1.8

Ø0.46

Ø0.46

Ø0.50

11
.8

0

Type 4 (DS1006-10)
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N=No.of contacts(Single row)
N=No.of contacts/2(Double row)
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