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RoHS Compliance
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0.50 SQ

Dimension antitheses list (mm)

ITEM L1 Lz L3

Plastic Height

Standard 280 | 400 | ---

2.00

Nonstandard | --- | --- | ---

2.00+0.15

Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE+0.05)

2.00

20.60

2.00x(N-1)Positions
1

L3+0.25

2.80+0.25

4.00+0.25
L3+0.25

L2=

L=
\

|
—

—
|

4.00+0.25

2.80+0.25

L2

L=
\
|
[ —

Material:

Standard:PA6T

Contact: Brass
Insulator:Polyester,UL94 V-0

Electrical Characteristics:

Rated Current: 15AMP
Contact Resistance: 20mQ Max
Withstand Voltage: 500V AC/DC
Insulator Resistance: 1000MQ Min

Mechanical

Operating Temperature: -40°C L 105°C

Max.Processing Temp:240°C for 30-60 seconds
(260°C for 10 seconds)

Order Information:
L —KLSI—QBB—Z 00-1-XX-S-L 1xL 2xL3—_GQ

ST

L: RoHS
Pin Header Series
218B: 2.00mm
Plastics Height:
150, 2.00 mm
Per Row:Single layer
Pin: No. of Pins (1x40)
Straight Pin:S Type. S1 Type
Size: L1xL2xL3
Plating:
G0=Gold Flash
G10=10u” Gold
G30=30u" Gold

G1=1u” Gold
G15=15u" Gold

ANGLE TOLERANCE

PROJECTION

Description: |

2.00mm Pin Header

+3°

&=

Single layer,Straight Pin, IxN Pin

GENERAL TOLERANCE

UNITS mm KLS P/N:

L-KLS51-218B-2.00-1-XX-S-L 1xL 2xL 3-GO

Xx.X +0.30

SHEET SIZE | A4

xxx  20.20

Draw: Daniel | 2018-07-10

KLS

Sleeironie

x.xxx 20.10

Check: Daniel | 2018-07-10

NingBo KLS ELECTRONIC CO.,LTD.
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! 3 4 5 6 7 8
RoHS Compliance
2.00xNo.of Positions+0.3 Material:
Recommended P.C Board Layout Standard:PA6T
2.00x(N-1)Positions+0.15 (PCB Tolerance+0.05( Top View) Contact: Brass
Insulator:Polyester,UL94 V-0
’—2—00—‘ 90.50 Electrical Characteristics:
- Rated Current: 15AMP
0 $ $ $ $ $ $ @ Contact Resistance: 20m@ Max
< Withstand Voltage: 500V AC/DC
S
) . QM
2 2 00x(N-1)Positions Insulator Resistance: 1000MQ Min
I 1
Mechanical
Operating Temperature: -40°C "+ 105°C
Max.Processing Temp:240°C for 30-60 seconds
(260°C for 10 seconds)
2.00+0.10 Order Information:
Dimension antitheses list (mm)
L-KLS1-218B-2.00-1-XX~R2-L xL. 2xD~-GO
LQ ITEM L7 L2 D D1 D2 |Plastic Height -1 —|_ T—_— Y T
S
§ Standard | 280 | 4.00 | --- | --- | --- 2.00 L: RoHS
o~ Nonstandard | -—== | === | === | == | -—= . Pin Header Series]
218B: 2.00mm
Plastics Height:
2.00~ 150 mm
' T i Per Row:Single layer
( [ C : Pin: No. of Pins (1x40)
U Right Angle Pin:R1 Type\ R2 Type —
[ 24 0020 25 T Size: L 1xL 2x0D
Shakids | [ 2=4.00+0.25 9 R3 Type Plating:
?’Q < G0=Gold Flash G1=1u" Gold
<“Q II: - 2 0.25 § 020,25 G10=10u” Gold G15=15u" Gold
< S +U. _ "
< — a N I I i G30=30u" Gold
y S J
o R Ny (:| — 1 O
= S ' ' ANGLE TOLERANCE | PROJECTION Description: | 2 00mm Pin Header
0o 7 +3° ©= Single layer, Right Angle Pin, XN Pin
i e
m— JP GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS51-218B-2.00-1-XX-R2-L IxL 2xD-G0
R1 Type
D120 25 D+0.25 xx 2030 SHEET SIZE | A4
— xxx 2020 Draw: Daniel | 2018-07-10 NlngBO KLS ELEETRON/C CO,L TD
x.xxx *0.10 Check: Daniel | 2018-07-10
1 | | 3 | 4 5 6 | 7 | 8




! 2

RoHS Compliance

2.00xNo.of Positions+0.3

Recommended P.C B Layout(Top Side)
(PCB BOARD TOLERANCE=+0.05)

Material:
Standard:PA6T
Contact: Brass

0.89 Insulator:Polyester,UL94V-0
Electrical Characteristics:
Pl B B B B''E B B B B ’ g ’ Rated Current: 15AMP
’ ’ ’ — Contact Resistance: 20m& Max
9 T2 Type 7 /A 7] 4 7 4 N Withstand Voltage: 500V AC/DC
No.1PIN z Insulator Resistance: 1000M8 Min
fi d ¢ 4 Mechanical
2.00 Operating Temperature: -40°C "+ 105°C
2.00x(N-1)Pin Max.Processing Temp:240°C for 30-60 seconds
(260°C for 10 seconds)
. 0.89
2.00xNo.of Positions+0.3 *H
0 _ ,
No. 7 PIN S g ? ? Order Information:
§ é z g ~ L —KLS7—£@—Z 00-1-XX-T1-L IxL 2xL3xD—C_7'Q—__—__
T1 Type Z g g - T_LL
plB B B B BB B @ B @ % % % L: RoHS
- 2.00 Pin Header Series-
2.00x(N-1)Pin 218B: 2.00mm
! Plastics Height:——
2.005 1.50 mm
‘ ‘ 2.00+0.1 0.50 SQ Per Row:Single layer
‘ ‘ Pin: No. of Pins (1x40)
A A A A A A A A A A 9 L A Dimension antitheses list (mm) SMT Pin:T1 Type. 12 Type
& e | 11 |z 13| 0 |Pastihegn]  SzeLBadID
S Plating:
o Sfandard |4.3014.00| - |010] 200 G0=Gold Flash ~ G1=1u” Gold ~ G10=10u” Gold
[ “ J‘ Nonstandard | --- | === | === | --- -—- G15=15u" Gold  G30=30u” Gold
\ ‘g U Post:W=With Post  N=W/0 Post
& Q Packing:
v I 0=PE Bag A=Tray T=Tube
[ ‘ﬂ - J:rr P=Tube+Cap R=Reel+Cap
T ® O ' O \ B O ®E O O - D ‘ ANGLE TOLERANCE PROJECTION Description: | 2.00mm Pin Header
;3 : 23° ©= Single layer,SMT Mounting fype, IxN Pin
2.00x(N-1)Pin+0.2 N LI4.5:0.25 | GENERAL TOLERANCE |UNITS mm | KLS P/N:  |L-KLS1-218B-2.00-1-XX-T1-L IxL2xL 3xD-GO-N-R
xx 030 SHEET SIZE | A4
xxx 2020 Oraw: Daniel | 2018-07-10 = NingBo KLS ELECTRONIC CO,LTD.
x.xxx *0.10 Check: Daniel | 2018-07-10
! 2 4 5 6 | 7 | 8




/ 2 4 5 6 7 8
RoHS Compliance
2 00eNoof Positionesd 2 Recommended P.C.B Layout(Top Side) Material:
: - (PCB BOARD TOLERANCE=0.05) Standard-PAGT
0.89 Contact: Brass
25120 ] Insulator:Polyester,UL 94 V-0
Pl @ @B @B B!l B @8 8 @ ’ g ’ Electrical Characteristics:
’ g ’ _ Rated Current: 15AMP
1 12 Type 7] V] 7 ¢ % O A Contact Resistance:  20m@ Max
No.1PIN S ’ Y 7 ’ - Withstand Voltage: 500V AC/DC
= 4 7 : .
‘3 /] A / Insulator Resistance: 1000M2 Min
2.00 Mechanical
2.00<(N-1)Pin Operating Temperature: -40°C +105°C
Max.Processing Temp:240°C for 30-60 seconds
(260°C for 10 seconds)
2.00xNo.of Positions+0.3
Sl i
No.1 PIN S Order Information:
S L-KLS1-218B-2.00-1-XX-T1-L IxL 2xL 3xD-GO-W -
~ -1 - = T T T
I't Type g
plEB B B B BB B @ B B )t L:RoHS
— 2.00 Pin Header Series
2.00x(N-1)Pin 218B: 2.00mm
! Plastics Height:
2.00, 150 mm
‘ 2.00+0.1 0.50 sQ Per Row:Single layer
Pin: No. of Pins (1x40)
A A A A A A A A A A 0 1 A Dimension antitheses list (mm) SMT Pin:T1 Types 12 Type
? ITEM L1 | L2 | L3 | D |Plastic Height| Size:L xl 2. 3xD
N " Plating:
o Standard |4.30|4.00] - | 010 | 200 G0=Gold Flash ~ G1=1u" Gold ~ G10=10u" Gold
[ “ J‘ Nonstandard | --- | == | === | --- --- G15=15u” Gold  G30=30u” Gold
\ g U Post:W=With Post N=W/0 Post
3 « Packing:
< S
< Al 0=PE Bag A=Tray T=Tube
[ ﬂ ~ Jj_r P=Tube+Cap R=Reel+Cap
%
O/ O B O B O &8 0O & ,46__[j_D ANGLE TOLERANCE PROJECTION Description: | 2.00mm Pin Header
“ ,
2-21.0 < § +3° 4= Single layer,SMT Mounting type, IxN Pin
Y _ 1
2.00x(N-1)Pin+0.2 2 L1=6.5020.25 | | S GENERAL TOLERANCE | unITs mm | KLSP/N:  |L-KLS1-218B-2.00-1-XX-T1-L 1xL 2xL 3xD-GO-W-R
xx  0.30 SHEET SIZE | A4
xxx  +0.20 Draw: Daniel | 2016-07-10 .Kl'5 NingBo KLS ELECTRONIC (O.,LTD.
x.xxx +0.10 Check: Daniel | 2018-07-10
! 2 4 5 6 | 7 | 8
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RoHS Compliance

2.00xNo.of Positions+0.3

2.00x(N-1)Positions+0.2

2.00+0.1

4.00+0.15

2.00x(N-1)Positions

‘200 20.80

600600,
6006006 0

RECOMMEND P.L.BOARD LAYOUT
PLB TOLERANCE:+0.05 (TOP VIEW)

Material:

Standard:PA6T

Contact: Brass
Insulator:Polyester,UL94 V-0

Electrical Characteristics:

Rated Current: 15AMP
Contact Resistance: 20m@ Max
Withstand Voltage: 500V AC/DC
Insulator Resistance: 1000MQ Min

Mechanical
Operating Temperature: -40°C v 105°C
Max.Processing Temp:240°C for 30-60 seconds

LN
= (260°C for 10 seconds)
3
S
™~
( L J “ ’7 —‘ " | Order Information:
~N ~N
" < " = L—KL57—2_78£—2.00—2—XX—S—L 7xLZxL3—§_0
LI ] L . S )}QJ/ S (=
L _ - g 3 1 < > 1 <
1T | B T | SIS 4 SIS Ay d L: RoHS
E - E - Pin Header Series
0 0 218B: 2.00mm
~ ~
( x X Plastics Height:
T - 2.00, 150 mm
\n Per Row:Double layer
g g g g g g g g g i 3 i i i J Pin: No. of Pins (2x40)
S Straight Pin:S Type,S1 Type
00201 05050 o~ Size: LIxL2xL3
+U. . /|
- S Type ST Type Plating:
G0=Gold Flash GI1=Tu"” Gold
G10=10u” Gold  G15=75u" Gold
Dimension antitheses list (mm) 630=30u" Gold
ITEM L1 | L2 | L3 |Plastic Height ANGLE TOLERANCE | PROJECTION Description: | 2.00mm Pin Header
Standard | 2.60 | 4.00 | --- 2.00 23° o= Double layer,Straight Pin,ZxN Pin
GENERAL TOLERANCE | UNITS mm KLS P/N: L-KLS1-218B-2.00-2-XX-S-L IxL 2xL 3-G0
Nonstandard | --- | --- | --- -
xx 2030 SHEET SIZE | A4
XXX +0.20 Draw: Daniel | 2018-07-10 N/ngBO KLS EL EC TRON/C CO,L TD
x.xxx 20.10 Check: Daniel | 2018-07-10
1 | 2 3 4 5 6 | 7 | 8
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RoHS Compliance
2.00xNo.of Positions+0.3 Material:
2.00
2089 3
2.00x(N-1)Positions+0.72 Standard:PAST
[ ‘ Contact: Brass
/—J—\/?/?/?/ﬂ — /?/?/?/—J—\ . @ @ $ $ @ $ $ Insulator:Polyester,UL94 V-0
E $ @ $ $ $ @ @ $ - Electrical Characteristics:
2 S Rated Current: 15AMP
2.00x(N-1)Positions o Contact Resistance: 20mQ Max
( : ‘ Withstand Voltage: 500V AC/DC
Insulator Resistance: 1000MQ Min
RECOMMEND P.C. BOARD LAYOUT
PCB TOLERANCE:#0.05 [ TOP VIEW) Mechanical .
Operating Temperature: -40°C +105°C
v ¥ Y v YW v v W U Uu Max.Processing Temp:240°C for 30-60 seconds
(260°C for 10 seconds)
S
S
+i
S .
3 Order Information:
L-KLS1-218B-2.00-2-XX-R2-L IxL ZxD-G0
Dimension antitheses list (mm) T =" T
( ITEM L7 L2 D D1 D2 |Plastic Height L: RoHS
Standard | 2.80 | 4.00 | -—- | -—- | --- 2.00 Pin Header Series]
" o andard 218B:2.00mm
v ¥ v Y Y ¥ g U U u S onstandard) == | m |t Tm 7T - Plastics Height:
S 2.00s 1.50 mm
2.00+0.1 0.50 5d N Per Row:Double layer
Pin: No. of Pins (2x40)
~ Right Angle Pin:R1 Type. RZ Type —
[2-4.0020.25 i | L2=4.00:0.25 | Size: L 1l 2xD
— Q Plating:
D 3 [ [ GO=Gold Flash G1=Tu" Gold
« D G10=10u” Gold G15=15u” Gold
(| D Q G30=30u" Gold
Q — S Ny ol h
?" D1 = (( [ [
(&; | o g‘ U U ANGLE TOLERANCE | PROJECTION Description: | 2.00mm Pin Header
I N — . . .
Yy L J \ D £3° = Double layer,Right Angle Pin,ZxN Pin
I
T GENERAL TOLERANCE |UNITS mm | KLS P/N: L-KLS1-218B-2.00-2-XX-R2-L 1xL 2xD-G0
i R1 Type RZ Type xx__ 2030 SHEET SIZE | A4
N 2.00+0.10 xxx  £0.20 Draw: Daniel | 2018-07-10 NingBo KLS ELECTRONIC CO.,L TD
xxxx £0.10 Check:  |Daniet | 2018-07-10 T
/ | 2 | 4 | 5 6 | 7 | 8
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RoHS Compliance

2.00x(N-1)Positions+0.2

2.00+0.15

Material:

Standard:PA6T

Contact: Brass
Insulator:Polyester,UL94V-0

Electrical Characteristics:

Rated Current: 1.5AMP
Contact Resistance: 20mQ Max
Withstand Voltage: 500V AC/DC

Insulator Resistance: 1000MQ Min

. Mechanical
2 Operating Temperature: -40°C +105°C
H H H H H H H H H H RECOMMEND P.C. BOARD LAYOUT Max.Processing Temp:240°C for 30-60 seconds
2 00+0.1 050 SQ PCB TOLERANCE:#0.05 (TOP VIEW) (260°C for 10 seconds/
D 2.00
ﬂ '7 Order Information:
- o _ L-KLS1- 2783 2.00-2-XX-R3-L IxL 2xDxW - 60
' I [T
D
— - L: RoHS
< Pin Header Series-]
S Q
2 S 218B:2.00mm
N Plas tics Height:———
2.00s 1.50 mm
—
B 1 Per Row:Double layer
Pin: No. of Pins (2x40)
N D Type:Right Angle Pin
Size: L 1xL 2xDxW
[ 1=2.80+0.25 1260 &I ExX
\ Plating:
2.00xNo.of Positions+0.3 GO0=Gold Flash G1=1u” Gold
L2:0.25 G10=10u" Gold ~ G15=15u" Gold
G30=30u” Gold
Dimension antitheses list (mm)
ITEM L1 12 D W |Plastic Height ANGLE TOLERANCE PROJECTION Description: | 2.00mm Pin Header
et L 2o0 | — || o0 +3° Som= Double layer,Right Angle Pin,2xN Pin
Nonstandard GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS1-218B-2.00-2-XX-R3-L IxL 2xDxW -G0
onsfanaard | == |~ | T | T - xx  20.30 SHEET SIZE | A4
x.xx 2020 Draw: Daniel | 2018-07-10 NlngBO KLS ELECTRONIC [O,L 0.
x.xxx 20.10 Check: Daniel | 2018-07-10
1 2 3 4 5 6 | 7 | 8
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RoHS Compliance
Material:
- . 2.00 0.89
2.00xNo.of Positions+0.3 ‘ ‘ Standard:PAGT
‘ 2.00x(N-1)Pin+0.2 ‘ % B L Contact: Brass
S 2-8120 Insulator:Polyester,UL94 V-0
~N % % % % % ) Electrical Characteris tics:
N S Rated Current: 15AMP
S Ny ~y Contact Resistance: 20mQ Max
& 777 7 7 Withstand Voltage: 500V AC/DC
~ 3 | A U U Y A Y Insulator Resistance: 1000MQ Min
Mechanical
‘ Operating Temperature: -40°C "+ 105°C
2.00<(N-1)Pin . o
‘ ‘ Max.Processing Temp:240°C for 30-60 seconds
A A A A A A A A A A (260°C for 10 seconds)
Q0 Recommended P.C.B Layout({ Top Side)
S
I (PCB BOARD TOLERANCE+0.05)
S .
N Order Information:
[ Q L-KLS1-218B-2.00-2-XX-T-L 1xL 2x[ 3xD-GO-W -R
? -1 - = T T T
\ é Dimension antitheses list (mm) T —I__
o mem | 11| 2| 13| 0 |Plastic Height L: RoHS
( Standard | 6.50 | 4.00| --- | 0.10 2.00 Pin Header Series
\ 218B:2.00mm
H B 8B H B 8@ d d & | Nonstandard | -—- | == | -] === === Plastics Height— ]
2.00, 1.50 mm
2.00+0.10 0.50 5Q ‘ ‘ 7-210 Per Row:Double layer
I T LI T I
Pin: No. of Pins (2x40)
Type:SMT Mounting type
_ B Size:L 1xl 2xL 3x0
[T A\ A\ i N A\ .
g ‘S Plating:
iy + G0=Gold Flash  G1=1u” Gold G10=10u” Gold
S _ S — ;
< N=W 70 Post < WWith Fost G15=15u" Gold ~ G30=30u" Gold
< ~ Post:W=With Post ~ N=W/0 Post
- - Packing:
0=PE Bag A=Tray T=Tube
Q B - Q - B P=Tube+Cap R=Reel+Cap
< <
+ *1
0 < 0 ANGLE TOLERANCE | PROJECTION Description: | 2 00mm Pin Header
— J Ltmi: — J Ltmi: 13° SCom=1 Double layer,SMT Mounting type,ZxN Pin
GENERAL TOLERANCE | UNITS mm | KLSP/N:  |L-KLS1-218B-2.00-2-XX~T-L 1xL 2xL 3xD-GO-W -R
L1=6.50+0.25 L1=6.50£0.25 xx__ 2030 SHEET SIZE | A4
x.xx  20.20 Draw: Daniel | 2078-07-10 N/ngBo KLS ELECTRONIC CO.LTD
xxxx 2010 Check: Daniel | 2018-07-10 ’
/ | 2 | 3 | 4 5 6 | 7 | 8




