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DP-XF 铆鱼叉锁螺丝
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Specification：

（1）Lnsertion：9P/9S≤4.0kgf       （2）Withdraw：9P/9S≥1.8kgf

             15P/15S≤4.5kgf                     15P/15S≥2.0kgf

             25P/25S≤6.0kgf                     25P/25S≥2.5kgf

             37P/37S≤8.0kgf                     37P/37S≥3.5kgf

Electrical Characteristics:
 1.Current Rating: 5 AMP
 2.Withstanding Voltage: AC 500V for 1 Minute.
 3.Insulation Resistance: 1000MW Min. at DC 500v.
 4.Contact Resistance: 15mΩ Max.
 5.Operating Temperature:-40°c to 105°c.
Material:

 1.Insulator: PBT+30% Glass Fiber(UL94v-0).   
 2.Contact:Brass
 3.Contact plated:G lo d Flash over Tin or 

d Plated or Tin Plated
 4.Shell:Steel Nickel Plated
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DP-XM 铆后鱼叉锁螺丝
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Series

No.of Pins
9:9PIN
15:15PIN
25:25PIN
37:37PIN

Contact type
M:Male
F:Female

Color type
B:Black
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W:White
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 MATERIAL:
   1.Insulator:PBT+30%Glass Fiber (UL94V-0)
   2.Contact:Brass
   3.Contact Plated:Glod Flash over Tin Or Glod Plated Or Tin Plated
   4.Shell:Stell,Nickel Plated
  SPECIFICATION:
   1.Current Rating:5 AMPS
   2.Insulation Resistance: 1000MΩMIN. At 500VDC
   3.Dielectric Strength: 500V for One minute
   4.Operation Temperature: -55° ~+105° .
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Specification：

（1）Lnsertion：9P/9S≤4.0kgf       （2）Withdraw：9P/9S≥1.8kgf

             15P/15S≤4.5kgf                     15P/15S≥2.0kgf

             25P/25S≤6.0kgf                     25P/25S≥2.5kgf

             37P/37S≤8.0kgf                     37P/37S≥3.5kgf
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PIN A B C
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15 25.25 33.32 39.14

25 38.96 47.04 53.04

37 55.42 63.50 69.32
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