Encapsulated Safety Isolating Transformer |

0.5VA Type RaWAVAL.

Electrical Parameters Detailed Electrical Parameters
Input El-Kom Secondary Current  No-Load Pin
Primary Voltage 230 Vac i V] [A] LU i
Frequency 50-60 Hz RN120221 6 0,083 10.20 1-4/6-7
Output RN120222 75 0,067 1275 1-4/6-7
Output Power 0.5 VA RN120223 9 0,056 15,30 1-4/6-7
R RN120224 12 0,042 20,40 1-4/6-7
Ambient Temperature Max. 70°C RN120225 15 0,033 25,50 1-4/6-7

| RN120226 18 0,028 30,60 1-406.7
Safty and Protection RN120227 24 0021 4080 1-4/6-7
E;?L?E‘E.';E',Q"E“ :r’ 00 RN120228 30 0,017 51,00 1-4/6-7
Short Circuit Strength Short-Circuit Proof RN120241 2x6 2x0042 2x1020 1-4/5-6,7-8
Test RN120242 2x75  2x0033 2x1275 1-4/5-67-8
Test Uﬂltagﬁ" 4000V / 50 Hz RN120243 2x9 2 X 'ﬂ',ﬂEB 2 X 15,3ﬂ 1-41'5-5,?‘3
Desi (Between Imput and Output) RN120244 2x12 2 x0,021 2x2040 1-4/56.7-8
ook RN120245  2x15  2x0017 2x2550 1-4/5-67-8
Features EEHEE igﬁ’ﬁ%’;ﬁg';‘ném RN120246 2x18  2x0014 2x3060 1-4/5-67-8
Acc. to VDE 0570 | EN 61558 RN120247 2x 24 2x0010 2x4080 1-4/56,7-8

Mechanical Parameters

Terminal and Mounting
Terminals

Measures

Pin [@]
Core Type

Pins for printed circuit boards

0.6 mm
El 20/10

Technical Drawing
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