1 1 : Breakin MFC63-PR/PA
D I m e n S I O n S I n m m M F C 6 3_ P Rated Current capacitj Rated Voltage @! @JET

31.8£0.8 250mA 125visov | Q| O

SSEs L 300mA 125vizsov | O | O

M FC63 6.2+0.6 6.2+0.6 400mA 12svizsov | O | O

500mA @125VIAC 125vizsov | Q | O

600mA @212 :;VA/ AC 125visov | Q| O

31.840.8 750mA 35A 12svizsov | O | O

800mA 125visov | Q| O
6.2+0.6 6.2+0.6 1A 12svzsv | O | O | O
1.25A 125vizsov | O | O | O
i 27510 1.5A 12svizsov | O | O | O
ot 1.6A 125vizsov | QO [ O | O
®6.35+0.1 1.8A @125VIAC 125viesov. | QO | O | O
L 2A 10KA 125vsov | O O | O
2.25A @250V/AC 12svizsov | O | O[O

2.5A
lead wire 0.8 mm only with current 15A Max. vy zzzizgz 8 8 8
3.2A 12svesov. | O | O | O
MFC63-PA MFC63'PR 3.5A 125vizsov [ QO | O | O
A 125vsov | O | O | O
4.5A 12svizsov | O [ O | O
49.5+1 32.6+0.8 49.5+1 38.5+1.5 5A 125v2sov | O | O | O
6A @112052//1/*0 12svizsov | O [ O | O
+ 32.61+0.8 6.25A @250V/AC 12svizsov. | O [ O[O
6.85+0.15 ‘ 7A 200A 125viesov. | O | O | O
| .Y — rY: | 8A 125viesov. | O | O | O
L] L 9A 12svizsov | O [ O | O
] 10A 125viesov. | O | O | O
Dia. of Lead wire K’:{ } 12A @125viac 1oka|  125vizsov | O [ O [ O
0~15A 20.8 +0.05 [ 15A @250VIAC 750Al  1a5vsov | Q | O | O
16A~30A #1.2 +0.05 * 20 @125V/250VIAC 125Vi250v o o
45.5+2.0 *  25A @125VIAC 125V o
* 30A 400A 125V (o)

Test Specification according to standard

UL 248-1,14

Electrical Characteristic

Rated Current 1.0In 1.35In 2.0In
In Min. Max. Max.
250mA-30A 4 h 3600 s 120 s
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* PS: 20A 125V/250V approvals s
25A~30A 125V approvals s

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MM

TOLERENCE
DECIMALS ANGULAR
X+ 05 + 2°
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