1. Size (BimsMRR~THE)

8 MM

Tolerance: =+0.2mm

2. Technical Specification (7= #=%1)

Input Voltage Cii A\ %) 12Vvac
Light source (635D 2835LED(60PCS/M)
Power Consumption (IJ#E) 4.8W/M

Luminous Flux (45 GiEE)

W, WW>4-5Lm,

Center Luminance (0B

>50LUX(H=2m)

W: 6500K-7500K,
WW: 3000K-3200K,

R: 620-625nm;,
v

Color Temperature (FHEEHE . HED G-515-520nm.

Y:588-592nm

B:455-465nm
Color Index(CRI) (&) >60
Beam of Light (ff/&) 180deg
Working current ( T/E L) 15-20mA/pcs
Lamp spacing (] #E) 14.5MM
Working Life (#ir) 20000 /i

IP Rating: 1P20

Net Weight: 65g+2g




3. Bill of material (#FHE )

75 P2 R KAk 1t B
2835 it A <)

1 SMD LED > 7%9mi
3 FPC #it A 8mm B
5 EENEL 1/8w 0805
6 jeX 1.0mm
7 ] 625*395*230mm
8 BORER 130*12mm

4. Packing details (BZ/4)

Packing box size (£22% & /{~T) : 9330mmx330mmx155mm
Quantity (FFF%E): 1000 K

Standard accessories tr#ERC/f: £LHEZ 1PCS,

photo the box. 4N &l

5. Instruction:
(1) Each 5cm is cuttable. User should cut the strip only on the marking,
otherwise the strip will not light up.
(2) Make sure there is no residuals on the PCB after cutting, otherwise it
may cause short circuit and damage the power supply.
(3) Strip is not water proof.
(4) Only sample specification strips allowed to be connect together.





