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℃ I( ) Amps

℃ IFSM Amps

VF Volts
℃， I2t A2s

IR µA

，
Typical Thermal Resistance /W

Operating and Storage Temperature Range TJ, TSTG

Outline Dimensions and Mark

.033(0.85)

.029(0.75)

  Hole for
  No.10 Screw
.193" 4.9 diam.

1.13(28.8)
1.11(28.2)

1.134(28.8)
1.110(28.2)

.251(6.4)

.244(6.2)
.087(2.4)
.102(2.6)DIA

1.13(28.8)
1.11(28.2)

1.134(28.8)
1.110(28.2)

  Hole for
  No.10 Screw
.193" 4.9 diam..488(12.4)

.409(10.4)

.681(17.3)

.602(15.3)

.598(15.2)

.519(13.2)

.681(17.3)

.602(15.3)

.751(19.1)

.673(17.1)

.751(19.1)

.673(17.1)
.751(19.1)
.673(17.1)

.322(8.2)

.299(7.6)
.322(8.2)
.299(7.6)

.748
(19)MIN.

1.181
(30) MIN.

     Dimensions in inches and (millimeters)

GBPC-W GBPC
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FIG1:Io-Tc Curve
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FIG2:Surge Forward Current Capadility
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FIG4:Typical Reverse Characteristics


