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ELECTRICAL PERFORMANCE :
19.69 1. IMPEDANCE : 50 Q
2. FREQUENCY RANGE : 0~12.4 GHz
16.51+0.1 3. DIELECTRIC WITHSTANDING VOLTAGE : 750V AC IN 1—MINUTE
OTHERS:
] 12.55 1. THIS COMPONENT AND ITS HOMOGENEOUS SUB
COMPONENTS ARE RoHS COMPLIANT
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COVER PVC BLUE 8l = ©
NUT BRASS GOLD 0 N
LOCK WASHER S50C GOLD 1 I{
CONTACT BE.COPPER GOLD 30u” g RECOMMENDED
INSULATOR 2 PTFE NATURAL 596 PANEL HOLE
BODY 2 BRASS GOLD :
INSULATOR 1 PTFE NATURAL 7.14
BODY 1 BRASS GOLD Part No : ARFTBE21154-GGP
DESCRIPTION MATERIALS FINISHED QUALITY SYMBOLS _ [PrmeY DRI K
MAJOR Ken Kan 2020/12/10
- CRITICAL g CRECKEDBY DATE @ Comp uPac
GENERAL TOLERANCES TITLE
— (UNLESS SPECIFIED ) - JPPROVEDEY "™ SMA R/A JACK FOR PCB RECEPTACLE
1 PROPOSAL ONLY _ KEN 2020/12/10 X £10
X 105 UNITS SIZE RFQNO.
REV. DESCRIPTION ECN NO. NAME CHECK DATE XX £025 mm | Q| M Q2011034
XXX £0.1 SCALE SHEET NO. REV DWG NO.
REVISIONS ANGLES +2° 4:1 | 10F1 1 C-ARFTBE21154-GGP
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