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REV. DESCRIPTION DRAWN ECN DATE
A | NEW RELEASE TINA | 00-034| 02-11-2000
B |SEEECN TINA | 00-99 | 04-05-2000
C | See ECN (3011-14020) wang | 14-482| 11-12-2014
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1.5 RECOMMENDED PCB HOLE
ELECTRICAL PERFORMANCE : p
T impodance : 50 ohms — CONTACT | BRASS GOLD 30u
2.Frequency Range : 0~4GHz %% .\ | BIO190IA | NICKEL | INSULATOR | TEFLON NATURAL
3.Working Voltage : 335 Vrms max )
4.Dielectric withstanding Voltage : 1000 Vrms min 2014.11.13}| B101-900A GOLD BODY BRASS | GOLD /NICKEL
=iEuiaior. kessianas:: 1000 Megohms min #8473 J | ModelNo. | FINISHED | DESCRIPTION |MATERIAL|  FINISHED
UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE : | s TITLE: SMB ST. JACK PCB RECEPTACLE
ROHS DO IMENSIONS  £10 | ANGULAR DIMENSIONS 450 ° M Precise Corp. Model NO: B101-90*A
COMPLIANT  (;pIACE DECMALS 1075 o UNDER_$03 40 B T A ] G [ Sﬁg] LT
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