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Gapacitor speciflcations
Application
Reference Standard
Design Ref. no.***
Description

DCL-41-040 Rev 00 -.. T9 be mentioned during ordering
330 uF t 10% 600vdc 85 x 140 Terminat - MD

DCL- 41 Metallized Polypropylene Film Capacitors
General use in Power Electronics also for nonsinusoidal voltages and currents
IEC 61071 :2007

Date 15.09.2014

Gonstruction

Capacitor Element

Aluminum Lable

lV12- Torque 10Nm

D r 0.5 85.0

L r 1 140.0

E r 0.5 32.0
Ar1 30.0
d r 0.2 12.0

Mechanical Characteristics

Enclosure

Terminations

lnternal Protection

Encapsulation

Fire load

Weight
Reliability
Failure Rate

Reference Life @ @not"por

Thermal Conditions
Lowest operating temp
Maximum operating
temp
Maximum hotspot temp

Storage temperature

Thermal residance
(natural cooled) Rrx n"

4.5'CM

Humidity

Mounting
Earthing

Aluminum can ,plastic top cover UL94V0
M8 male threading

No internal fuse

Non liquid , No PCB , filled with PU resin
0.025 MJ / KG

0.71 KG

5OFIT

100,000hrs @ < O70"C

@min -40'C

@.,' +BS'C

O.", +85'C

@dorage

Thermal
resistance (forced
cooled) RrH r.
4.1'Cl/d (0.5m/s)

-40"C to +85"C

Thermal resistance
(forced cooled) RrH r"

3.7'CA// (3m/s)

Electrical Characteristics

Rated Capacitance

Capacitance Tolerance
Rated voltage d.c.

Ripple voltage Max.
Non-recurrent surge voltage
Maximum peak current
Maximum surge current
Maximum current (rms)

Typical ESR (+30%)

Tangent of loss angle
lR after 2 min with '100vdc

Self inductance

Routine Test
Voltage test between
terminals 10 secs

Voltage test between
terminals to case 2 secs

Cru

Uroc

Ur

us

lpt

l"

lmax

R"@ '1 Khz

Tanb

CxMFD

Ls

Urr

Urc

330 pF

t 10%

600v
200v
900v
1.98 KA

5.94 KA

40A

2.1 mO

0.001 @ 100H2

1 0000s

<40nH

90OVdc

2700Yac I 50 Hz

Prepared by

Class F :Max. relative humidity 75% annual means ,

85% occasional ,95% 30 days /year, condensation
not permitted

Any positlon without restrictions

Mounting stud to be earthed

HolsFt Temp.VS l-tfe Expeclohcy w.r.t %Vrdc
m,@o
475,@O
4S,@O
425,000
400,000
375,000
3S,m0
325,m0
300,m0e 275.m0i 2s.mo

1225.@0
200,@0
175,m0
ts.mo
125.@O
I m,000
75,m0
s,mo
2s.m0
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