
                                                     

       Packaging Information 
 

 

 
 
DIP-16L Outline Dimensions                               Unit : inches / mm                      

 

 

 Symbol Dimensions in inches Dimensions in mm 

A 0.175 Max. 4.45 Max. 

A1 0.010 Min. 0.25 Min. 

A2 0.130 ±0.010 3.30 ±0.25 

B 
+0.004 

        0.018 
-0.002 

+0.10 
            0.46 

-0.05 

B1 
+0.004 

        0.060 
-0.002 

+0.10 
            1.52 

-0.05 

C 
+0.004 

        0.010 
-0.002 

+0.10 
            0.25        

-0.05 
D 0.750 Typ. (0.770 Max.) 19.05 Typ. (19.56 Max.) 

E 0.300 ±0.010 7.62 ±0.25 

E1 0.250 Typ. (0.262 Max.) 6.35 Typ. (6.65 Max..) 

e1 0.100 ±0.010 2.54 ±0.25 

L 0.130 ±0.010 3.30 ±0.25 

α 0∘~ 15∘ 0∘~ 15∘ 

eA 0.345 ±0.035 8.76 ±0.89 

S 0.040 Max. 1.02 Max. 

 
Notes: 

1. The maximum value of dimension D includes end flash.  
2. Dimension E1 does not include resin fins.  
3. Dimension S includes end flash. 
4. All dimensions are based on the British system. 
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 PIN      SOUND LIST     
� Features 

＊＊＊＊Built 256 musical notes ROM memory with dual 
tone musical effect in IC body  
＊＊＊＊3 independence song to be playing from 3 trigger 

pins ( TG1 , TG2 , TG3 )  
＊＊＊＊1 sequence trigger ( SQ pin ) for 3 songs output 

when SQ pin had sequence triggered  
    

TG1 
TG2 
TG3 
SQ 
 

“ DING DONG “ 1 time 
“ DING DING “ 1 time 
West Minister Bell 
Sequence Output From 
Sounds of TG1, TG2, TG3 
pin  

� Application 
      Door bell , Door phone , Clock melody , Alarm system 

� Electrical Characteristics 
Characteristics Sym. Min. Typ. Max. Unit      Remark 

 Operating voltage VDD 1.8 3 3.6 V 
 Operating current IOP ---- 0.1 0.5 mA   
 Stand by current  ISB ---- 1 5 uA  
 Oscillator frequency FOSC ---- 100 ---- KHz  ±30%  Rosc= 330KΩΩΩΩ
 Operating temperature  TEMP 0 25 60 ℃  
 Driving current IO 1 ---- ---- mA  ﹫VDS=1V 

� Application circuit 

  ★ Package Type : DIP-16L 
★ Trigger Mode and Timing Chart :  
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