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of

ELECTRICAL PHYSICAL

IDENTIFICATION

Dimensions are in Inches [mm]
Tolerances unless otherwise noted:
.X: `.1 , .XX: `.01 , .XXX: `.005 , Angular: `1/2~
* Denotes Critical Dimensions

PS 20-MAR-07

26-Mar-07

1 1 ABL1767

PS

PS 24-Oct-06

31-AUG-06

D10-59010-01059010-010 SENSOR

PS

62437

L3040
ACTIVATION AND CR LIMITS ADDED,  MAX REMOVED FROM .118" DIMENSION

.354
[9.00]

.050 MAX
[1.27]

*

12.00`.25
304.80`6.35[ ]

*

.25`.04
6.35`1.02[ ]

*

n.118
[3.00]

59010-010
XXXX

4 DIGIT DATE CODE

Contact Type:
Contact Rating:
Voltage, Switching:
Voltage, Breakdown:
Current, Switching:
Current, Carry:
Contact Resistance, Initial:

Form A
5 W Max.
150 V DC Max.
230 V DC Min.
.35 A Max.
.50 A Max.
.550 Ohm Max.
 

Capsule:
Encapsulant:
Leads:
Actuator:
Actuate Distance:
Deactuate Distance:

Black Polypropylene
Black Epoxy
30 AWG PTFE MIL-W-16878/6, Black
57020-000
.175" [4.45] MIN.
.290" [7.37] MAX.

D

57020-000

STRIPPED
NOT TINNED


