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olten - . .
zgvc-s 0 N Material : Electrical :
s C.€ Housing : PA66(UL94V-0) UL IEC
o (o) Pin Header : Brass , Tin Plated 1.Rated Voltage : 300V 320V
U U U U U U U 2.Rated Current : 15A 20A
¥ 3.Withstanding Voltage : AC1600V/1Min.
4.0Operating Temperature : -40°C~+105°C
1.0£0.05 5. RoHS Compliance
6.Safety Approval : ¢¥A}us
7.Undimensioned Tolerances:
5.0X(N-1)+6.72
5.0X(N-l) Pitch Range In mm | Nominal Dimension Range In mm —|f\|ﬂ
6 10 30 | 60 | 100 0.05/10
2.0 — A <6 ~ ~ [ =s30| ~ ~ ~ |>150
7 [ —— 10 | 24 60 | 100| 150 <
~ +0.10 | £0.15 [ +0.25 | +0.20 | +0.30 [ +0.50 [ £0.70 | +1.00| #0.1°
- [ee]
—IA 4202
2EGTVC — 5.0 -XXP - X X — 100 AH
@® SeriesNo. @ 1 Single Pitch ® Customer Request: 100--Standard
2 Double Pitch
@ Pitch ® Color: 1 Grey @ AH--Standard(PA66)
2 Blue
3 Black
®Poles 4 Green(Standard For AH)
02 02Contacts 5 Orange
03 03Contacts 6 Red
7 Transparent
24 24Contacts 8 Yellow
9 White
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[2]
J|  APPD: MA 4/11/16" PART NO.
] — - - - -
T T 2EGTVC-5.0-XXP-XX-100AH
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1.0+0.05

Grolten

2EGTVC-5.08

oM CE

Material : Electrical :
Housing : PA66(UL94V-0) uL IEC
(©) Pin Header : Brass , Tin Plated 1.Rated Voltage : 300V 320V
2.Rated Current : 15A 20A

3.Withstanding Voltage : AC1600V/1Min.
4.0Operating Temperature : -40°C~+105°C
5. RoHS Compliance

6.Safety Approval : ¢Plus
7.Undimensioned Tolerances:

Pitch Range In mm | Nominal Dimension Range In mm —|f\|ﬂ
5.08X(N-1)+6.48
6 | 10 30 | 60 | 100 0.05/10
5.08X(N-1) s | -~ | ~ ||~ |~ |~ |51
10 | 24 60 | 100| 150 —
5.08 A +0.10 | £0.15 | +0.25 | £0.20 | £0.30 [ £0.50 | +0.70 [ +1.00| +0.1°
-
N
| — 0
ﬂ ﬂ ﬂ?ﬁﬂ ﬂT 2EGTVC — 5.08 —XXP — X X — 00 AH
—A 4.0£0.2 @g i l l
eries No. ingle Pitc ustomer Request: 00--Standar
@ Series N ® 1 Single Pitch ® C R 00--Standard
2 Double Pitch
©) @ Pitch ® Color: 1 Grey @ AH--Standard(PA66)
2 Blue
3 Black
@ ®Poles 4 Green(Standard For AH)
02 02Contacts 5 Orange
03 03Contacts 6 Red
- 7 Transparent
A A 24 24Contacts 8 Yellow
9 White
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Golten :
2EGTVC-7.62 - Material : Electrical :
M  C€ Housing : PA66(UL94V-0) UL IEC
(o) Pin Header : Brass , Tin Plated 1.Rated Voltage : 300V 400V
U U v U 2.Rated Current : 15A 20A
3.Withstanding Voltage : AC1600V/1Min.
1.0+0.05 4.0Operating Temperature : -40°C~+105°C
5. RoHS Compliance
6.Safety Approval : ¢¥A}us
7.Undimensioned Tolerances:
7.62XN
7.62X(N-1) Pitch Range In mm | Nominal Dimension Range In mm —|f\|ﬂ
6 10 30 | 60 | 100 0.05/10
1.62 - A <6 ~ ~ [ =s30| ~ ~ ~ |>150
T —— 10 | 24 60 | 100| 150 <
~ +0.10 | £0.15 [ +0.25 | +0.20 | +0.30 [ +0.50 [ £0.70 | +1.00| #0.1°
- [ee]
—IA 4202
2EGTVC — 7.62 —XXP — X X — 100 AH
@® SeriesNo. @ 1 Single Pitch ® Customer Request: 100--Standard
2 Double Pitch
@ Pitch ® Color: 1 Grey @ AH--Standard(PA66)
2 Blue
3 Black
®Poles 4 Green(Standard For AH)
02 02Contacts 5 Orange
03 03Contacts 6 Red
7 Transparent
24 24Contacts 8 Yellow
9 White
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