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Selector guide – PSC Square body fuses – Size 7X 900‐1300VAC Blade Terminals 

Nomenclature 

The IXYS UK range of 1300V/125V protistor fuse links with blade terminals consists of five different body 
styles and the following nomenclature details the breakdown of each type 

 

1  2  3 4 5 6 
125  UR  0  D  0250  B 

Rated voltage 
÷ 10 

Type and 
standard  Size  Fixing 

dimension 
RMS current 

rating  Indicator type 

 

Type and Standard Information 

US – DIN 43 653 US dimensions, large square body 

UR – DIN 43 653, German/French dimensions, large square body 

 

Body Size 

0 – 70 

1 – 71 

2 – 72 

3 ‐ 73 

 

Fixing Dimension 

D – 110mm (DIN110) 

 

Indicator Type 

B – Button type 

 

Example 

 

125UR2D0500B  is – 1300V/1250VAC (RMS), DIN 43‐635 German/French dimensions,  large square body, 
size 72, 110mm fixing, 500A nominal RMS current with button indicator 
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Selector guide – PSC Square body fuses – Size 7X 900‐1300VAC Blade Terminals 

Size 70 fuses – Part numbers  
Weight – 380g Max. 
 
US0D fuses – US dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  63  aR  130US0D0063B 
1300/1250  80  aR  130US0D0080B 
1300/1250  100  aR  130US0D0100B 
1300/1250  125  aR  130US0D0125B 
1300/1250  160  aR  130US0D0160B 
1300/1250  200  aR  130US0D0200B 
1300/1250  250  aR  130US0D0250B 
1300/1250  280  aR  130US0D0280B 
1300/1250  315  aR  130US0D0315B 
1200/1100  350  aR  120US0D0350B 

 
UR0D fuses – UR dimensions 
 

Rated Voltage (IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  63  aR  125UR0D0063B 
1300/1250  80  aR  125UR0D0080B 
1300/1250  100  aR  125UR0D0100B 
1300/1250  125  aR  125UR0D0125B 
1300/1250  160  aR  125UR0D0160B 
1300/1250  200  aR  125UR0D0200B 
1300/1250  250  aR  125UR0D0250B 
1300/1200  280  aR  120UR0D0280B 
1300/1200  315  aR  120UR0D0315B 
1200/1100  350  aR  110UR0D0350B* 

 

Size 70 fuses – Ratings 

 

Rated Voltage (UL/IEC)  Nominal Current 
Class 

Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% In 

Breaking 
capacity @ 
rated voltage 

V  A  kA2s  kA2s  W  kA 
1300/1250  50  aR  0.116  0.7  16  100 
1300/1250  63  aR  0.21  1.2  26  100 
1300/1250  80  aR  0.47  2.7  27  100 
1300/1250  100  aR  0.83  4.8  30  100 
1300/1250  125  aR  1.3  7.5  38  100 
1300/1250  160  aR  2.55  15  45  100 
1300/1250  200  aR  4.7  27  56  100 
1300/1250  250  aR  9.6  55  61  100 
1300/1200  280  aR  14  82  64  100 
1300/1200  315  aR  20  115  72  100 
1200/1100  350  aR  28  158  75  150 

 

* ‐ Non UL recognised rating 
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Product Brief – Title 

Selector guide – PSC Square body fuses – Size 7X 900‐1300VAC Blade Terminals 

Size 71 fuses – Part numbers 
Weight – 630g Max. for US dimensions, 570g Max. for UR dimensions 
 
US1D fuses – US dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  160  aR  130US1D0160B 
1300/1250  200  aR  130US1D0200B 
1300/1250  250  aR  130US1D0250B 
1300/1250  280  aR  130US1D0280B 
1300/1250  315  aR  130US1D0315B 
1300/1250  350  aR  130US1D0350B 
1300/1250  400  aR  130US1D0400B 
1300/1250  450  aR  130US1D0450B 
1200/1100  500  aR  120US1D0500B 
1200/1100  550  aR  120US1D0550B 
1100/1000  630  aR  110US1D0630B* 

 
UR1D fuses – UR dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  160  aR  125UR1D0160B 
1300/1250  200  aR  125UR1D0200B 
1300/1250  250  aR  125UR1D0250B 
1300/1250  280  aR  125UR1D0280B 
1300/1250  315  aR  125UR1D0315B 
1300/1250  350  aR  125UR1D0350B 
1300/1250  400  aR  125UR1D0400B 
1300/1250  450  aR  125UR1D0450B 
1200/1100  500  aR  110UR1D0500B 
1200/1100  550  aR  110UR1D0550B 
1100/1000  630  aR  100UR1D0630B 

 

Size 71 fuses – Ratings 

 

Rated Voltage (IEC/UL)  Nominal Current 
Class 

Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% In 

Breaking 
capacity @ 
rated voltage 

V  A  kA2s  kA2s  W  kA 
1300/1250  160  aR  2.6  15  46  100 
1300/1250  200  aR  4.7  27  54  100 
1300/1250  250  aR  8.9  51  61  100 
1300/1250  280  aR  12  68  70  100 
1300/1250  315  aR  16  92  76  100 
1300/1250  350  aR  22  127  80  100 
1300/1250  400  aR  38  220  80  100 
1300/1250  450  aR  47  270  95  100 
1200/1100  500  aR  68  390  100  150 
1200/1100  550  aR  84  485  112  150 
1100/1000  630  aR  125  725  120  150 

 

* ‐ Non UL recognised rating 
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Selector guide – PSC Square body fuses – Size 7X 900‐1300VAC Blade Terminals 

Size 72 fuses – Part numbers 
Weight – 860g Max. for US dimensions, 800g Max. for UR dimensions 
 
US2D fuses – US dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  280  aR  130US2D0280B 
1300/1250  315  aR  130US2D0315B 
1300/1250  350  aR  130US2D0350B 
1300/1250  400  aR  130US2D0400B 
1300/1250  450  aR  130US2D0450B 
1300/1250  500  aR  130US2D0500B 
1300/1250  550  aR  130US2D0550B 
1200/1100  630  aR  120US2D0630B 
1200/1100  700  aR  110US2D0700B 
1100/1000  800  aR  110US2D0800B 

 
UR2D fuses – UR dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number (110mm fixing) 

V  A 
1300/1250  280  aR  125UR2D0280B 
1300/1250  315  aR  125UR2D0315B 
1300/1250  350  aR  125UR2D0350B 
1300/1250  400  aR  125UR2D0400B 
1300/1250  450  aR  125UR2D0450B 
1300/1250  500  aR  125UR2D0500B 
1300/1250  550  aR  125UR2D0550B 
1200/1100  630  aR  110UR2D0630B 
1200/1100  700  aR  100UR2D0700B 
1100/1000  800  aR  100UR2D0800B 

 

Size 72 fuses – Ratings 

 

Rated Voltage (IEC/UL)  Nominal Current 
Class 

Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% In 

Breaking 
capacity @ 
rated voltage 

V  A  kA2s  kA2s  W  kA 
1300/1250  280  aR  10  60  72  100 
1300/1250  315  aR  15  87  76  100 
1300/1250  350  aR  21  120  77  100 
1300/1250  400  aR  32.5  190  80  100 
1300/1250  450  aR  44  255  89  100 
1300/1250  500  aR  57  330  98  100 
1300/1250  550  aR  68  390  120  100 
1200/1100  630  aR  105  610  125  150 
1200/1100  700  aR  145  815  140  150 
1100/1000  800  aR  215  1240  146  150 
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Size 73 fuses – Part numbers 
Weight – 1250g Max. for US dimensions, 1150g Max. for UR dimensions 
 
US3D fuses – US dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  315  aR  130US3D0315B 
1300/1250  350  aR  130US3D0350B 
1300/1250  400  aR  130US3D0400B 
1300/1250  450  aR  130US3D0450B 
1300/1250  500  aR  130US3D0500B 
1300/1250  550  aR  130US3D0550B 
1300/1250  630  aR  130US3D0630B 
1300/1200  700  aR  130US3D0700B 
1200/1100  800  aR  120US3D0800B 
1100/1000  900  aR  110US3D0900B 
1000/900  1000  aR  100US3D1000B 
1000/900  1100  aR  100US3D1100B 
1000/900  1250  aR  100US3D1250B 
900/850  1400  aR  090US3D1400B 

 
UR3D fuses – UR dimensions 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class  Part Number 

V  A 
1300/1250  315  aR  125UR3D0315B 
1300/1250  350  aR  125UR3D0350B 
1300/1250  400  aR  125UR3D0400B 
1300/1250  450  aR  125UR3D0450B 
1300/1250  500  aR  125UR3D0500B 
1300/1250  550  aR  125UR3D0550B 
1300/1250  630  aR  125UR3D0630B 
1300/1200  700  aR  120UR3D0700B 
1200/1100  800  aR  110UR3D0800B 
1100/1000  900  aR  100UR3D0900B 
1000/900  1000  aR  090UR3D1000B 
1000/900  1100  aR  090UR3D1100B 

 

Size 73 fuses – Rating and curves 
 

Rated Voltage (UL/IEC)  Nominal Current 
Class 

Pre‐arcing I2t  Clearing I2t @ 
rated voltage 

Watts loss @ 
100% In 

Breaking 
capacity @ 
rated voltage 

V  A  kA2s  kA2s  W  kA 
1300/1250  315  aR  12  68  84  100 
1300/1250  350  aR  17  100  86  100 
1300/1250  400  aR  25  145  93  100 
1300/1250  450  aR  35.5  205  100  100 
1300/1250  500  aR  44  255  112  100 
1300/1250  550  aR  57  330  120  100 
1300/1250  630  aR  84  485  132  100 
1300/1200  700  aR  110  640  ‐  100 
1200/1100  800  aR  190  1090  148  150 
1100/1000  900  aR  250  1440  170  150 
1000/900  1000  aR  370  1920  174  150 
1000/900  1100  aR  445  2280  208  150 
1000/900  1250  aR  585  3080  ‐  150 
900/850  1400  aR  755  3700  ‐  150 
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Drawings and Dimensions 

 
USxD fuses 
 

Size  A  B  C  D  E1 E2 F H J K L  e 
US0D  40  46.5  82  71  91.4 1304 21 25.5 10.5 30 152.4  6 
US1D  51  56.5  91  71  91.4 130.4 25.5 25.5 14.6 30 152.4  6 
US2D  60  65.5  100  71  97.6 132.4 30 32 14.6 32 157.4  6 
US3D  74  79.5  114  72  98.8 131.4 37.2 40 15.9 32 157.4  6 

 

 

 
 
 
 
 
 

 

 

 

 

URxD fuses 
 

Size  A  B  C  D  E  F H J K L M N  R  e 
UR0D  40  46.5  82  71  100.4 21 25 10.5 17.7 133.4 11.5 18.5  25.2  6 
UR1D  51  56.5  91  71  100.4 25.5 25 10.5 17.7 133.4 11.5 18.5  25.2  6 
UR2D  60  65.5  100  71  100.4 30 32 10.5 21.2 133.4 11.5 18.5  25.2  6 
UR3D  74.5  79.5  114  72  100.4 37.2 40 10.5 25.2 133.4 11 18  25.2  6 

 

 

All dimensions in mm 
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