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NOTES:

1.GENERAL TOLERANCE:±0.2

2.(  )REFERENCE DIMENSION
3.Important dimension: 1 5

Initial release Aron

LCD Type
1.45"TFT,Transmissive

Normally BLACK,IPS

Resolution 172(RGB)*320

View Direction ALL o'clock

LCD driver IC ST7789V3

Coloer depth 262K

Interface types SPI+RGB6-bit

Operating voltage 2.8~3.3V

With TP/Lens without

Backlight 3 LEDs,60mA(typ),3.0V(ref.)

Surface luminance 750 cd/m²(typ)

Operating temperature -20℃~70℃

Storage temperature -30℃~80℃

Color chromaticity [white] x:/y:

Aron
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胶铁一体SUS304 T=0.1mm

LED CIRCUIT DIAGRAM:
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弯折示意图

弯折出货
GND

导电布
T=0.1mm

NO PIN

1 GND

2 VDDA

3 VDDI

4 RESX

5 SDA

6 SCL

7 CS

8 RS

9 IM0

10 IM1

11 NC

12 NC

13 D2

14 D3

15 D4

16 D5

17 D6

18 D7

19 VS

20 HS

21 DE

22 PCLK

23 TE

24 LEDA

25 LEDK

interface mode select
IM1 IM0 Interface Mode Use PIN

3-line 9bit serial I/F SDA: in/out,CS,SCL

4-line 8bit serial I/F SDA: in/out,CS,SCL,RS


